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RRB ALP 2025 CBT 2 Set 1 · 28 Jul 2026 · 9:30 AM - 12:00 PM · English

Part B (Millwright Maintenance Mechanic)

Q1 Part B (Millwright Maintenance Mechanic) HINDI

स्ट्रे ट बेवेल गियर (straight bevel gears) की तुलना में  एक ऑफसेट के
साथ 90° पर संचारित शक्ति हेतु एक हाइपॉइड गियर सेट के  लिए मुख्य लाभ
क्या है?

A. उच्च चालों पर प्रतिच्छेदी अक्षों के  साथ कार्य करने की क्षमता।

B. स्ट्रे ट बेवेल गियर की तुलना में सभी चालों पर शांत प्रचालन।

C.
उच्च बलाघूर्ण  के  साथ गैर-प्रतिच्छेदी अक्षों के  बीच शक्ति संचारित
करना।

✓

D. तुल्य आकार और बलाघूर्ण  निर्धारण के  लिए निम्न प्रारंभिक लागत।

Q2 Part B (Millwright Maintenance Mechanic)

A maintenance team noticed an increase in machine
breakdowns and wants to reduce unplanned stoppages.
Which of the following actions supports total productive
maintenance principles?

A. Reducing operator involvement in upkeep

B. Assigning repairs only after breakdown

C. Scheduling routine checks for all machines ✓

D. Allowing machines to run until failure

Q3 Part B (Millwright Maintenance Mechanic) HINDI

प्रोत्कर्ष स्थितियों के  दौरान पंखा प्रणाली का कौन-सा भाग कं पन-जनित क्षति के
प्रति सर्वाधिक सुग्राही होता है?

A. विद्युत तार-स्‍थापन (Electrical wiring)

B. ब्लेड समन्‍वायोजन (Blades assembly)

C. वेशन (Housing)

D.
बेयरिंग और शैफ्ट समन्‍वायोजन (Bearings and shaft
assembly)

✓

Q4 Part B (Millwright Maintenance Mechanic)

Which cutting tool material is most appropriate for high-
speed CNC machining of hard metals?

A. Tool steel

B. High-speed steel

C. Cemented carbide ✓

D. Cast iron

Q5 Part B (Millwright Maintenance Mechanic)

What needs to be checked when a threaded pipe
connection becomes loose after cutting?

A. Amount of lubricant used

B. Cutting speed applied

C. Die adjustment setting ✓

D. Type of tap used

Q6 Part B (Millwright Maintenance Mechanic) HINDI

बेयरिंग की स्थिति की मॉनिटरिंग के  लिए विश्वसनीय कं पन पाठ्यांक प्राप्त करने
हेतु मापन प्रोब (measuring probe) को कहाँ रखा जाना चाहिए?

A. सामान्य मशीन प्रचालन परिस्थितियों के  दौरान सीधे घूर्णी शैफ्ट पर

B.
घूर्णी मशीन असें बली को कवर करने वाले सुरक्षात्मक गार्ड  के  विरुद्ध
शीथिल रूप से

C. सभी घूर्णी यांत्रिक घटकों से दूर मशीन फाउंडेशन पर

D.
मॉनिटर किए जाने वाले बेयरिंग के  स्थान के  समीप बेयरिंग हाउसिंग
पर मजबूती से

✓

Q7 Part B (Millwright Maintenance Mechanic)

If the 6th division of the vernier scale coincides with a main
scale division, the vernier reading is:
[Take least count = 0.1 mm]

A. 0.06 mm

B. 6 mm

C. 0.6 mm ✓

D. 0.006 mm

Q8 Part B (Millwright Maintenance Mechanic) HINDI

एक पर्य वेक्षक ने देखा कि कपास अवशेष (cotton waste) का निपटान
नियमित कचरे के  साथ किया जा रहा है। कार्य शाला सुरक्षा के  संदर्भ  में  इस
अनुचित कार्य  का संभावित परिणाम क्या है?

A. कार्यशाला में आग लगने की घटनाओं का बढ़ता जोखिम ✓

B. पेयजल का रासायनिक संदूषण

C. वायु गुणवत्ता में ध्यान देने योग्य कमी

D. कार्यशाला की मशीनरी का तत्काल ब्रे कडाउन
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Q9 Part B (Millwright Maintenance Mechanic) HINDI

औद्योगिक नियंत्रण पैनल में  वरक स्विच (selector switch) का प्राथमिक
कार्य  क्या होता है?

A. विद्युत धारा को मापना

B. प्रदाय वोल्टता में वृद्धि करना

C. विभिन्न ऑपरेटिंग मोड का चयन करना ✓

D. विद्युत आवेश को संग्रहीत करना

Q10 Part B (Millwright Maintenance Mechanic)

An engineer suspects that wind is affecting plumb bob
readings during outdoor equipment erection. Which
approach best minimizes error due to wind?

A.
Shield the plumb bob from wind using a
temporary screen

✓

B. Wait for wind to stop before taking any measurement

C. Use a heavier plumb bob to resist wind movement

D. Take multiple readings and average the values

Q11 Part B (Millwright Maintenance Mechanic)

Which part of the belt conveyor supports and guides the
belt along its path?

A. Motor

B. Gearbox

C. Idler rollers ✓

D. Drive pulley

Q12 Part B (Millwright Maintenance Mechanic) HINDI

एक अनुरक्षण आरेख, मशीन आधार प्रणाली की आधार प्लेट में  एक टैप निर्मित
चूड़ीदार छिद्र दर्शाता है। प्लान दृश्य में , चूड़ी के  मुख्य व्यास को निरूपित करने के
लिए डैशित रेखाओं का उपयोग किया जाता है। यह क्या इंगित करता है?

A. चूड़ी आंतरिक है और आधार पट्ट के  अंदर छिपी हुई  है ✓

B. चूड़ी एक सजावटी खांचा है जो बंधन से संबंधित नहीं है

C. चूड़ी बाह्य है और बंधक शैफ्ट पर पूरी तरह दृश्‍य होती है

D.
चूड़ी एक आंशिक चूड़ी है जो फास्टनर के  के वल निचले आधे हिस्से पर
कर्तित है

Q13 Part B (Millwright Maintenance Mechanic)

What is the main function of a flat key in mechanical
fasteners?

A. To act as a sealing device between components

B. To align the shaft with the hub precisely

C. To prevent axial movement of the shaft

D.
To transmit rotational force from the shaft to the
hub

✓

Q14 Part B (Millwright Maintenance Mechanic) HINDI

ऊर्ध्वाधर भ्रमिकर्त न मशीन (milling machine) पर किस प्रकार का प्रचालन
सबसे अधिक किया जाता है?

A. समतल पृष्ठों का फलक भ्रमिकर्तन ✓

B. भंवरकली सिरे (swivelling head) के  साथ कोणीय भ्रमिकर्तन

C. संकीर्ण  प्रोफाइलों का सिरा भ्रमिकर्तन

D. पार्श्व कर्तक के  साथ खांच भ्रमिकर्तन

Q15 Part B (Millwright Maintenance Mechanic) HINDI

कौन-सी मशीन, समतल पृष्ठों के  निर्माण के  लिए, रैखिक प्रत्यागामी कर्त न गति
का उपयोग करती है?

A. ड्रिलिंग मशीन

B. शेपर मशीन ✓

C. लेथ मशीन

D. मिलिंग मशीन

Q16 Part B (Millwright Maintenance Mechanic)

In a fabrication sketch, which line correctly indicates the
edge of a mounting bracket that is visible from the front
view?

A. Center line

B. Dimension line

C. Hidden line

D. Object line ✓

Q17 Part B (Millwright Maintenance Mechanic) HINDI

विभिन्न प्रवर्त कों (actuator) के  नियंत्रण हेतु कई  5/2 वाल्वों का उपयोग करने
वाली प्रणालियों में  मुख्य तुल्यकालन (synchronization) चुनौती क्या है?

A. प्रदाय और रेचन वायु को मिश्रित होने से रोकना

B. सभी वाल्वों के  सही अनुक्रम में संचालन को सुनिश्चित करना ✓

C. सुरक्षा हेतु सभी वाल्व चक्र काल का मिलान करना

D. सभी वाल्वों में अत्यधिक दाब पात को रोकना

Q18 Part B (Millwright Maintenance Mechanic) HINDI

BIS संके तन में , सहिष्णुता प्रतीक से पहले आने वाला संख्यात्मक मान क्या
दर्शाता है?

A. विनिर्माण प्रक्रिया के  बाद प्राप्त वास्तविक आकार

B. निरीक्षण प्रक्रिया के  दौरान प्राप्त सहिष्णुता मान

C. आकार की ऊर्ध्व  और निम्न सीमाओं के  बीच का अंतर

D. ड्राइंग में निर्दिष्ट घटक का मूल आकार ✓B
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Q19 Part B (Millwright Maintenance Mechanic)

How does the thickness of the zinc coating on a GI pipe
affect its performance?

A. Increases corrosion resistance ✓

B. Reduces internal friction

C. Decreases pipe diameter

D. Makes pipe more flexible

Q20 Part B (Millwright Maintenance Mechanic)

When dimensioning in a crowded or narrow space on a
drawing, which of the following arrowhead types is
commonly used to avoid confusion with overlapping lines?

A. Open arrow head

B. Double dot terminator

C. Closed filled arrow head

D. Oblique stroke terminator ✓

Q21 Part B (Millwright Maintenance Mechanic)

A maintenance mechanic is preparing to create a flat
bearing surface at the mouth of a drilled hole on a mild
steel workpiece. Which tool is specifically designed for this
operation?

A. Counterbore tool

B. Countersink tool

C. Reamer

D. Spot facing tool ✓

Q22 Part B (Millwright Maintenance Mechanic) HINDI

यदि 1 m के  बराबर अंतरालन पर ऑफसेट 2 m, 4 m, 3 m और 5 m दिए
गए हैं , तो समलंबी नियम का उपयोग करके  अनियमित प्लॉट (irregular plot)
का क्षेत्रफल ज्ञात कीजिए।

A. 12 m2

B. 9.5 m2

C. 10.5 m2 ✓

D. 7 m2

Q23 Part B (Millwright Maintenance Mechanic)

In a lever-operated compressor servicing tool (Class 1

lever), if the load arm length is decreased while the effort
arm length is kept constant, what will be the effect on its
mechanical advantage?

A. Mechanical advantage remains unchanged

B. Mechanical advantage becomes zero

C. Mechanical advantage increases ✓

D. Mechanical advantage decreases

Q24 Part B (Millwright Maintenance Mechanic) HINDI

समान चौड़ाई  वाले बट स्ट्रै प्स युक्‍त डबल-रिवेटेड बट जोड़ (butt joint) के
ड्राइंग की व्याख्या करते समय, कौन-सी विशेषता ज़िग-ज़ैग रिवेटिंग विन्यास को
इंगित करती है?

A. प्रत्येक प्लेट, जोड़ रेखा के  अनुदिश एक सिंगल रिवेट पंक्ति दर्शाती है

B. दोनों बट स्ट्रै प्स, जोड़ सेक्शन के  दोनों ओर समान रूप से विस्तारित होते हैं

C. क्रमिक पंक्तियों में रिवेट कें द्र रेखाएं  पूरी तरह संरेखित रहती हैं

D. आसन्न पंक्तियों में रिवेट कें द्र आधे पिच से ऑफसेट होते हैं  ✓

Q25 Part B (Millwright Maintenance Mechanic) HINDI

मशीन के  बार-बार खराब होने के  कारण ओवरऑल इक्विपमें ट इफे क्टिवनेस
(OEE) के  किस घटक के  अंतर्ग त प्राथमिक रूप से व्यवरोध काल की हानि
(loss of downtime) होती है?

A. उत्‍पादकता (Productivity)

B. निष्पादन (Performance)

C. गुणवत्ता (Quality)

D. उपलब्धता (Availability) ✓

Q26 Part B (Millwright Maintenance Mechanic)

Which operation is NOT suitable for a single cut file?

A. Truing flat surfaces

B. Fine finishing

C. Heavy stock removal ✓

D. Deburring edges

Q27 Part B (Millwright Maintenance Mechanic)

During routine inspection, an engineer notices a grooved
nut applied on a shaft with a missing set screw. What is the
most likely risk associated with this condition?

A. The nut may loosen due to vibration or movement ✓

B. The nut will transmit more torque to the shaft

C. The threads will experience reduced wear

D. The nut may seize onto the shaft

Q28 Part B (Millwright Maintenance Mechanic) HINDI

एक में टेनें स टीम को पता चलता है कि क्लाउड-आधारित डैशबोर्ड  से मिलने वाले
प्रेडिक्टिव में टेनें स अलर्ट कई  घंटों के  विलंब के  साथ प्राप्त हो रहे हैं । प्रोडक्शन
लाइन के  सभी स्मार्ट सेंसर और PLC दिखा रहे हैं  कि प्रचालन सामान्य है और
कोई  डिवाइस त्रुटि नहीं है। कनेक्टिविटी से संबंधित निम्न में  से कौन-सी समस्या
इस विलंब का सबसे संभावित कारण है?

A. फै क्ट्री नेटवर्क  और क्लाउड के  बीच अस्थिर इंटरनेट कनेक्शन ✓

B.
सें सर की विद्युत आपूर्ति में होने वाले उतार-चढ़ाव, जिससे सें सर रीडिंग
प्रभावित होती है

C.
स्मार्ट सें सर पर अप्रचलित फर्मवेयर, जिससे स्थानीय डेटा की हानि हो रही
है

D. स्थानीय नियंत्रकों में गलत PLC एड्रे स कॉन्फ़िगरेशन B
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Q29 Part B (Millwright Maintenance Mechanic) HINDI

एक नई  कार्य शाला में  खराद मशीन (lathe machine) अधिष्ठापित की जा रही
है। मानक अनुरक्षण प्रक्रियाओं के  अनुसार उचित अधिष्ठापन सुनिश्चित करने के
लिए निम्नलिखित में  से किसकी जाँच सर्वप्रथम की जानी चाहिए?

A. अनुशंसित स्नेहक से भराव

B. फाउंडेशन लेवल और संरेखण ✓

C. इलेक्ट्रिकल वायरिंग की जांच

D. ट्रायल रनिंग और ऑब्जर्वे शन

Q30 Part B (Millwright Maintenance Mechanic) HINDI

किस प्रकार का अनुचित तरीका, कर्त न कार्यों के  दौरान हैक्सॉ ब्लेड (hacksaw
blade) की आयु को सबसे उल्लेखनीय रूप से कम करता है?

A. कार्य के  दौरान अनुचित ब्लेड तनाव बनाए रखना

B. अनुशंसित सीमा से अधिक अत्यधिक कर्तन दाब लगाना ✓

C.
वर्क पीस की मोटाई  के  लिए अनुपयुक्त दंत प्रति इंच वाले ब्लेड का उपयोग
करना

D. कर्तन के  दौरान असंगत स्ट्रोक चाल पर प्रचालन करना

Q31 Part B (Millwright Maintenance Mechanic)

In limits and tolerances terminology, what is meant by
deviation?

A.
The algebraic difference between a size and the
corresponding basic size

✓

B.
The difference between the maximum size and
minimum size limits

C.
The theoretical dimension used as reference in
engineering drawing

D.
The measured dimension obtained after
manufacturing process

Q32 Part B (Millwright Maintenance Mechanic) HINDI

एक यांत्रिक कार्य शाला में , अपघर्षण यंत्र का संचालन करते समय सुरक्षा चश्मा
पहनने का मुख्य उद्दे श्य क्या है?

A. तेज आवाज वाले उपकरणों से श्रवण हानि को रोकने के  लिए

B. नेत्रों को उड़ते हुए मलबे और चिंगारियों से बचाने के  लिए ✓

C. धूल के  कणों के  अंतःश्वसन को कम करने के  लिए

D. दोषपूर्ण  वायरिंग से होने वाले विद्युत आघात से बचने के  लिए

Q33 Part B (Millwright Maintenance Mechanic) HINDI

किसी कार्य शाला में  एक कं प्रेसर मोटर 2 ओम के  कु ल प्रतिरोध वाली वायरिंग
प्रणाली के  माध्यम से 240 V की आपूर्ति से जुड़ी है। यदि प्रचालन के  दौरान
मोटर 12 A की धारा कर्षित करती है, तो मोटर के  टर्मिनलों पर मापी गई  वोल्टता
ज्ञात कीजिए।

A. 228 V

B. 192 V

C. 240 V

D. 216 V ✓

Q34 Part B (Millwright Maintenance Mechanic) HINDI

कौन-सा आशोधन, आपूर्ति दाब या स्ट्रोक की लंबाई  को परिवर्तित किए बिना,
वातिल प्रवर्त क के  बल उत्पादन को कम करेगा?

A. स्ट्रोक की लंबाई  कम करना

B. पिस्टन का व्यास कम करना ✓

C. माउंटिंग स्टाइल को परिवर्तित करना

D. लंबी पिस्टन रॉड का उपयोग करना

Q35 Part B (Millwright Maintenance Mechanic)

Which rigging safety strategy should be emphasized when
lifting a delicate piece of machinery?

A. Lift the machine quickly to reduce risk

B. Place slings directly on machine edges

C. Use a thicker sling for extra strength

D. Use padding at sling contact points ✓

Q36 Part B (Millwright Maintenance Mechanic) HINDI

न्युमेटिक ड्राइंग (pneumatic drawings) में  दाब स्रोत को इंगित करने के
लिए किस प्रतीक का उपयोग किया जाता है?

A. वृत्त ✓

B. आयत

C. वर्ग

D. त्रिभुज

Q37 Part B (Millwright Maintenance Mechanic) HINDI

पेडस्टल ग्राइंडर (pedestal grinder) में  ग्राइंडिंग व्हील के  टूटने की स्थिति में
ऑपरेटर को टुकड़ों (fragments) से बचाने के  लिए कौन-सा सुरक्षा फीचर
डिजाइन किया गया है?

A. मोटर कवर (Motor cover)

B. बेस (Base)

C. टूल रेस्ट (Tool rest)

D. व्हील गार्ड  (Wheel guard) ✓B
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Q38 Part B (Millwright Maintenance Mechanic) HINDI

एक ITI अनुरक्षण मेकै निक, ऊपरी क्रांतिक तापमान से अधिक तप्त किए गए
इस्पात प्रतिदर्श  का विश्लेषण कर रहा है। इस चरण में  लौह-कार्बन आरेख में
मुख्य रूप से कौन-सी प्रावस्था (Phase) उपस्थित है?

A. पर्लाइट (Pearlite)

B. फे राइट (Ferrite)

C. ऑस्टेनाइट (Austenite) ✓

D. सीमेंटाइट (Cementite)

Q39 Part B (Millwright Maintenance Mechanic) HINDI

V-बेल्ट को इसकी अनुप्रस्थ-काट विमाओं द्वारा निर्दिष्ट किया जाता है। कौन-सा
युग्म इन विमाओं को सर्वोत्तम रूप से निरूपित करता है?

A. चौड़ाई  और गभीरता ✓

B. के वल चौड़ाई

C. लंबाई  और चौड़ाई

D. के वल मोटाई

Q40 Part B (Millwright Maintenance Mechanic) HINDI

पेंच चूड़ी का रूट (root), प्रायः उच्च-प्रतिबल वाले अनुप्रयोगों में  गोल क्यों किया
जाता है?

A. धारण शक्ति बढ़ाने के  लिए

B. घर्ष ण कम करने के  लिए

C. चूड़ी की फिट को बेहतर बनाने के  लिए

D. प्रतिबल संकें द्रण कम करने के  लिए ✓

Q41 Part B (Millwright Maintenance Mechanic)

Which of the following tool materials is most commonly
used in multi-point cutting tools like drills and milling
cutters?

A. Cast alloy steel

B. High-speed steel (HSS) ✓

C. Ceramic tool material

D. Carbon tool steel

Q42 Part B (Millwright Maintenance Mechanic) HINDI

ऑटो मोड चक्र पूरा करने के  बाद महत्वपूर्ण प्रचालक कार्रवाई  क्या है?

A. जांच किए बिना अगला प्रोग्राम शुरू करना

B. परिष्कृ त भाग की उपेक्षा करना और आगे कार्य करना

C. गुणता आश्वासन के  लिए परिष्कृ त भाग का निरीक्षण करना ✓

D. समान प्रोग्राम को तुरंत पुनः चालू करना

Q43 Part B (Millwright Maintenance Mechanic) HINDI

एक अनुरक्षण इंजीनियर यह अवलोकन करता है कि गियरबॉक्स में  इनपुट और
आउटपुट शैफ्ट न तो समानांतर हैं  और न ही एक-दूसरे को प्रतिच्छेदित करते हैं ,
और उच्च लोड के  अंतर्ग त सुचारू और शांत प्रचालन की आवश्यकता है। इस
संदर्भ  में  कौन-सी गियर व्यवस्था सबसे उपयुक्त है?

A. हाइपॉइड गियर (Hypoid gear) ✓

B. वर्म गियर (Worm gear)

C. सर्पिल बेवल गियर (Spiral bevel gear)

D. हेलिकल गियर (Helical gear)

Q44 Part B (Millwright Maintenance Mechanic) HINDI

निम्नलिखित में  से कौन-सा घटक PLC आर्किटेक्चर में  कं ट्रोल इंस्ट्रक्शंस
(control instructions) को एग्जीक्यूट करने और लॉजिक ऑपरेशंस को
प्रबंधित करने के  लिए मुख्य रूप से उत्तरदायी है?

A. सें ट्रल प्रोसेसिंग यूनिट (CPU) ✓

B. आउटपुट मॉड्यूल

C. इनपुट मॉड्यूल

D. पावर सप्लाई

Q45 Part B (Millwright Maintenance Mechanic)

Which component of an industrial automation system
directly converts physical parameters into electrical signals
for processing?

A. Actuator

B. Sensor ✓

C. Controller

D. Human Machine Interface (HMI)

Q46 Part B (Millwright Maintenance Mechanic) HINDI

वायुचालित प्रवर्त क (pneumatic actuator) के  अनियमित या झटके  के  साथ
संचलन का सबसे संभावित कारण क्या हो सकता है?

A. प्रवर्तक गियरों में ग्रीज की कमी

B. फ्रे म पर त्रु टिपूर्ण  आरोपण (mounting)

C. वायु आपूर्ति में आद्रता या मलबा (debris) ✓

D. विद्युत तार-स्‍थापन में लघु परिपथन

Q47 Part B (Millwright Maintenance Mechanic) HINDI

हस्तचालित रूप से टूल बदलने से पूर्व तर्कु  (spindle) घूर्णन को रोकने और
शीतलक प्रवाह को निष्क्रिय करने के  लिए सामान्‍यत: M कोड का कौन-सा युग्म
प्रोग्राम किया जाता है?

A. M05 और M09 ✓

B. M05 और M08

C. M04 और M08

D. M03 और M08 B
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Q48 Part B (Millwright Maintenance Mechanic) HINDI

हस्त-मुक्त कार्य स्थल (hands-free workstation) में  3/2 वाल्व के  लिए
कौन-सी नियंत्रण विधि सबसे उपयुक्त होगी?

A. स्वचालित काल नियामक (timer) नियंत्रण

B. हाथ द्वारा पुश बटन संचालन

C. वाल्व के  लिए पाद-पदिक प्रवर्तन (Foot pedal actuation) ✓

D. हाथ द्वारा लीवर संचालन

Q49 Part B (Millwright Maintenance Mechanic) HINDI

एक कार्य शाला में  मशीन शीतलन तंत्र के  लिए शीतलक सांद्र और जल को 3 : 2
के  अनुपात में  मिलाया जाता है। यदि आवश्यक कु ल मिश्रण 25 लीटर है, तो
कितने लीटर शीतलक सांद्र की आवश्यकता होगी?

A. 17 लीटर

B. 15 लीटर ✓

C. 12.5 लीटर

D. 10 लीटर

Q50 Part B (Millwright Maintenance Mechanic) HINDI

PLC STL में , अनुक्रम LD I2.0, AND I2.1, ORN I2.2, = Q2.0 का
उपयोग किया जाता है। यदि I2.0, ON है, I2.1, ON है और I2.2, OFF है, तो
Q2.0 की स्थिति क्या होगी?

A. Q2.0, OFF हो जाएगा

B. Q2.0, ON हो जाएगा ✓

C. Q2.0, टॉगल करेगा

D. Q2.0 का मान पूर्व वत रहेगा

Q51 Part B (Millwright Maintenance Mechanic) HINDI

यांत्रिक अभियांत्रिकी कार्यों में  नींव निर्माण के  दौरान भारी पत्थर के  खंडों को
उठाने के  लिए सामान्यतः किस उपकरण का उपयोग किया जाता है?

A. लूइस बोल्ट (Lewis bolt) ✓

B. अक्षि बोल्ट (Eye bolt)

C. प्रसारी बोल्ट (Expansion bolt)

D. फन्नीदार बोल्ट (Wedge bolt)

Q52 Part B (Millwright Maintenance Mechanic) HINDI

एक इंजीनियर, विनिर्माण इकाई  में  बोल्ट के  एक बैच का निरीक्षण कर रहा है।
शीघ्रता से जांच करने के  लिए कि क्या ये बोल्ट किसी विशिष्ट पिच और प्रोफाइल
के  अनुरूप हैं , इंजीनियर को किस मापयंत्र का उपयोग करना चाहिए?

A. स्नैप गेज (Snap gauge)

B. प्लग गेज (Plug gauge)

C. थ्रेड गेज (Thread gauge) ✓

D. रिंग गेज (Ring gauge)

Q53 Part B (Millwright Maintenance Mechanic)

What effect does improper feeder design have on the
formation of bridges in hopper discharge systems?

A.
By creating uneven flow and restricting material
discharge

✓

B. By automatically crushing oversized materials

C. By increasing the material flow uniformly

D.
By creating poor alignment between the feeder and
hopper geometry

Q54 Part B (Millwright Maintenance Mechanic) HINDI

द्वि-आधारी संख्या (binary number) 101101 का दशमलव समतुल्य
(decimal equivalent) क्या है?

A. 49

B. 43

C. 47

D. 45 ✓

Q55 Part B (Millwright Maintenance Mechanic) HINDI

शक्ति संचरण प्रणाली में  पुली पर सपाट पट्टे (flat belt) के  सही फिट होने के
लिए कौन-सा विनिर्देश प्राचल सबसे महत्वपूर्ण है?

A. पट्टे की पिच लंबाई

B. पट्टे की मोटाई

C. पट्टे की चौड़ाई  ✓

D. पट्टे में प्रयुक्त सामग्री

Q56 Part B (Millwright Maintenance Mechanic)

What is the relationship between axis limit switches and the
machine zero point in a CNC machine?

A.
Limit switches help protect the machine zero
location

✓

B. Limit switches determine tool length offset

C. Limit switches control spindle speed

D. Limit switches set workpiece zero automatically

Q57 Part B (Millwright Maintenance Mechanic)

How does reducing the supply air pressure to a pneumatic
actuator affect its performance if all other factors remain
constant?

A. Increases the actuator speed

B. Actuator to move a greater distance

C. Increases the stroke length

D. Reduces the force output ✓B
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Q58 Part B (Millwright Maintenance Mechanic)

An operator selects a grinding wheel for finishing a
hardened steel shaft. Which grit size is most suitable for
achieving a smooth surface finish in this scenario?

A. Coarse grit size

B. Large grit size

C. Medium grit size

D. Fine grit size ✓

Q59 Part B (Millwright Maintenance Mechanic) HINDI

ब्रिटिश मानक प्रणाली में , आरेखों में  सहिष्णुता क्षेत्र को सामान्यतः किस प्रकार
निरूपित किया जाता है?

A. मशीनन छू ट को निरूपित करने वाले संख्यात्मक मान के  रूप में

B. पुनरावृत्त विमीय पाठ्यांकों से प्राप्त औसत मान के  रूप में

C.
कं पोनेंट की मापित विमा को निरूपित करने वाली एक क्षैतिज रेखा के  रूप
में

D.
मूल आकार को निरूपित करने वाली शून्य रेखा के  सापेक्ष स्थित
एक क्षेत्र के  रूप में

✓

Q60 Part B (Millwright Maintenance Mechanic) HINDI

किसी प्रतिरोधक में  पीले, बैंगनी, भूरे और रजत रंग के  बैंड हैं । इस रंग कोड द्वारा
कौन-सा प्रतिरोध मान दर्शाया गया है?

A. 47 ओम ±10%

B. 470 ओम ±5%

C. 470 ओम ±10% ✓

D. 47 किलो ओम ±20%

Q61 Part B (Millwright Maintenance Mechanic) HINDI

धात्विक चालक में  विद्युत धारा __________ के  प्रवाह के  कारण उत्पन्न होती है।

A. इलेक्ट्रॉन ✓

B. वोल्टता

C. प्रतिरोध

D. शक्ति

Q62 Part B (Millwright Maintenance Mechanic) HINDI

यदि PLC में  एक प्रोफिबस-DP नेटवर्क , 12 Mbps पर के वल 100 मीटर प्रति
खंड की अनुमति देता है, तो यदि पुनरावर्त क से तीन खंड जुड़े हों, तो अधिकतम
कु ल नेटवर्क  लंबाई  ज्ञात कीजिए।

A. 1200 मीटर

B. 200 मीटर

C. 300 मीटर ✓

D. 400 मीटर

Q63 Part B (Millwright Maintenance Mechanic) HINDI

चेन पुली ब्लॉक वाली भारी मशीन के  उत्थापन से पहले सुरक्षा सुनिश्चित करने के
लिए सबसे पहले कौन-सी कार्रवाई  की जानी चाहिए?

A.
उत्थापन के  दौरान सभी श्रमिकों की स्थिति सीधे लोड के  नीचे निर्धारित
करना

B.
उत्थापन से पहले के वल रस्सियों का उपयोग करके  लोड को कसकर
बांधना

C.
सभी उत्थापक उपकरणों में किसी भी दृश्यमान दोष के  लिए
निरीक्षण करना

✓

D. उत्थापन से पहले मशीन पर उपयुक्त स्नेहक अनुप्रयुक्त करना

Q64 Part B (Millwright Maintenance Mechanic)

In a pair of meshing gears, what must be equal at the pitch
circles?

A. The diameters

B. The number of teeth

C. The tangential velocities ✓

D. The angular velocities

Q65 Part B (Millwright Maintenance Mechanic)

What is the basic mechanism behind the working of a
centrifugal pump?

A. Compression of air to increase liquid pressure

B.
Conversion of mechanical energy into hydraulic
energy

✓

C. Direct displacement of liquid using pistons

D. Expansion of gas inside a sealed chamber

Q66 Part B (Millwright Maintenance Mechanic) HINDI

उच्च बलाघूर्ण संचारित करने वाले दो शैफ्ट्स को जोड़ने के  लिए, एक इंजीनियर
परिशुद्ध संरेखण के  साथ एक युग्मक का चयन करना चाहता है। इस अनुप्रयोग
के  लिए किस प्रकार का फ्लैं ज युग्मक सबसे उपयुक्त होता है?

A. नम्य फ्लैंज युग्मक (Flexible flange coupling)

B. दृढ़ फ्लैंज युग्मक (Rigid flange coupling) ✓

C. मफ युग्मक (Muff coupling)

D. बुश पिन टाइप फ्लैंज युग्मक (Bush pin type flange coupling)

Q67 Part B (Millwright Maintenance Mechanic) HINDI

इनेबल कं ट्रोल सर्किट के  रूप में  उपयोग किए जाने वाले 2-इनपुट AND गेट में ,
स्पंद को गुजरने देने के  लिए इनेबल इनपुट पर कौन-सा लॉजिक सिग्नल
अनुप्रयुक्‍त किया जाना चाहिए?

A. कॉस्टेंट लॉजिक HIGH (1) सिग्नल ✓

B. उच्च-प्रतिबाधा विवृत परिपथ कनेक्शन

C. कॉस्टेंट लॉजिक LOW (0) सिग्नल

D. स्पंद आवृत्ति से पूर्ण तः सुमेलित प्रत्यावर्ती सिग्नल B
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Q68 Part B (Millwright Maintenance Mechanic)

In an oxy-acetylene cutting torch, which part is responsible
for blending oxygen and acetylene before the gases reach
the nozzle?

A. Mixer chamber ✓

B. Welding tip

C. Oxygen control valve

D. Flashback arrestor

Q69 Part B (Millwright Maintenance Mechanic)

A universal coupling is primarily used to transmit rotary
motion between shafts that are:

A. In the same axis and coplanar

B. Inclined to each other and not collinear ✓

C. Parallel and collinear

D. Perpendicular but coplanar

Q70 Part B (Millwright Maintenance Mechanic) HINDI

अनुरक्षण के  बाद पंप शाफ़्ट सील से तरल के  रिसन का सामान्य कारण क्या होता
है?

A. पंप में वायु लॉक की उपस्थिति

B. गलत-संरेखित युग्मन

C. अत्यधिक निस्सरण दाब

D. ग्लैंड पैकिंग का अनुचित इंस्टॉलेशन ✓

Q71 Part B (Millwright Maintenance Mechanic)

In a case where a worker suffers a minor hand injury due to
slipping tools, the investigation reveals missing guards on
several machines. According to safety regulations, what is
the most appropriate corrective measure?

A. Install and regularly inspect machine guards ✓

B. Offer refresher safety training to workers

C. Increase supervision during operations

D. Rotate staff to different workstations

Q72 Part B (Millwright Maintenance Mechanic) HINDI

उच्च-चक्र (high-cycle) अनुप्रयोगों के  लिए रोलर वाल्व को अपग्रे ड करते
समय कौन-सी डिज़ाइन विशेषता सबसे महत्वपूर्ण होती है?

A. टिकाऊ, निघर्ष ण-प्रतिरोधी सामग्री ✓

B. उच्च प्रवर्तन बल की आवश्यकता

C. तीव्र प्रवर्तन के  लिए अपेक्षाकृ त लघु व्यास

D. वायु प्रवाह क्षमता में वृद्धि

Q73 Part B (Millwright Maintenance Mechanic)

A welder is preparing to perform arc welding on mild steel
plates. Which parameter should be set initially to ensure a
stable arc and proper penetration?

A. Electrode angle

B. Arc length

C. Current setting ✓

D. Travel speed

Q74 Part B (Millwright Maintenance Mechanic)

A maintenance technician observes a cloudy or milky
appearance in an oil sample taken from a hydraulic system.
Which condition is most likely indicated by the lubricant
analysis?

A. Oxidation has degraded the hydraulic oil significantly

B. Water contamination is present in the hydraulic oil ✓

C. Excessive viscosity loss has occurred in the oil

D. Thermal degradation has increased oil acidity

Q75 Part B (Millwright Maintenance Mechanic)

Why is the point of a file important for finishing operations?

A. It allows access to narrow spaces ✓

B. It provides a comfortable grip

C. It increases tooth sharpness

D. It absorbs vibrations
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Part B (Millwright Maintenance Mechanic)

Q1 Part B (Millwright Maintenance Mechanic)

Which electrical switch configuration represents the
working principle of a standard 2-input AND gate?

A.
A single-pole double-throw (SPDT) two-way staircase
switch network.

B.
Two switches connected in a series configuration
with the electrical load.

✓

C.
A normally closed limit switch wired in parallel with an
emergency stop button.

D.
Two switches connected in a parallel configuration
across the electrical load.

Q2 Part B (Millwright Maintenance Mechanic)

What is a key benefit of detailed process documentation in
CNC planning?

A. Increases the life of all cutting tools

B. Guarantees lower machine purchase costs

C. Maintain consistency in part quality ✓

D. Improves operator chair comfort

Q3 Part B (Millwright Maintenance Mechanic)

While troubleshooting a machine, where can you find the
recommended type of lubrication oil to use?

A. Machine manual ✓

B. List table for spare parts

C. Previous entry in maintenance log

D. Operator shift schedule page

Q4 Part B (Millwright Maintenance Mechanic)

A maintenance mechanic is drilling a 12 mm hole using a

feed of 0.15 mm/rev and a spindle speed of 600 rpm. What
is the total feed distance per minute?

A. The total feed distance per minute is 180 mm

B. The total feed distance per minute is 12 mm

C. The total feed distance per minute is 90 mm ✓

D. The total feed distance per minute is 72 mm

Q5 Part B (Millwright Maintenance Mechanic)

Which blower is commonly used in pneumatic conveying?

A. Propeller blower

B. Axial blower

C. Roots blower ✓

D. Exhaust blower

Q6 Part B (Millwright Maintenance Mechanic)

In screw threads, what does the term 'root' refer to?

A. Bottom of the thread groove ✓

B. Side of the thread profile

C. Distance between threads

D. Top of the thread ridge

Q7 Part B (Millwright Maintenance Mechanic)

In a workshop, a machine needs to transfer motion from a
motor to a grinding wheel placed at a short distance,
requiring smooth and quiet operation. Which method is
most suitable for transmitting power?

A. Using a gear drive for high torque transmission

B.
Using a rope drive for long-distance power
transmission

C. Using a belt drive between shafts ✓

D. Using a chain drive for positive power transmission

Q8 Part B (Millwright Maintenance Mechanic)

How does the anatomy of a file enhance its effectiveness in
metalworking?

A. Specific parts perform distinct roles in filing ✓

B. The tang is the only working part on the file

C. All parts are used only for gripping

D. The point is used for measuring the angles
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Q9 Part B (Millwright Maintenance Mechanic)

Which dimensional value must lie within the upper and
lower limits for acceptance of a manufactured component?

A.
Nominal dimension specified in engineering drawing
sheet

B.
Actual measured size of the manufactured
component after machining

✓

C.
Average dimension obtained from repeated
measurement process

D.
Basic size used for tolerance specification during
design stage

Q10 Part B (Millwright Maintenance Mechanic)

A maintenance manager compares conventional preventive
maintenance with predictive maintenance for a high-speed
turbine. Which scenario best demonstrates the advantage
of predictive maintenance in optimizing production
continuity and reducing spare-parts inventory?

A.
Replacing components during every scheduled
shutdown, regardless of actual equipment condition.

B.
Performing routine component replacement at fixed
calendar intervals without monitoring the condition.

C.
Maintaining a large spare-parts inventory continuously
to handle unexpected equipment breakdowns.

D.
Using sensor data to schedule component
replacement only when wear trends cross risk
thresholds.

✓

Q11 Part B (Millwright Maintenance Mechanic)

What type of feedback might be used to monitor solenoid
valve status in automation?

A. Limit sensor detecting valve position ✓

B. Manual inspection of the valve

C. Checking the air temperature

D. Using a larger solenoid coil

Q12 Part B (Millwright Maintenance Mechanic)

In the British Standard system of limits and fits, what is the
main basis for specifying tolerances?

A.
Standard tolerance grades and fundamental
deviations relative to basic size

✓

B.
Average manufacturing size obtained from inspection
measurements

C.
Exact machining dimensions specified without
tolerance variation

D.
Arbitrary dimensional variations chosen by machine
operators

Q13 Part B (Millwright Maintenance Mechanic)

Which parameter must be adjusted to control the depth of
weld penetration during manual arc welding?

A. Electrode angle

B. Arc voltage

C. Travel speed

D. Welding current ✓

Q14 Part B (Millwright Maintenance Mechanic)

Which type of valve is best suited to prevent overpressure
in a pneumatic system?

A. Non-return valve

B. Flow control valve

C. Directional control valve

D. Pressure control valve ✓

Q15 Part B (Millwright Maintenance Mechanic)

Which of the following is a primary cause of electrical
accidents in mechanical workshops?

A. Wearing rubber-soled shoes

B. Keeping tools dry while working

C. Using insulated gloves when working

D. Handling live wires without insulation ✓

Q16 Part B (Millwright Maintenance Mechanic)

In BIS notation, what does the tolerance grade primarily
influence?

A. The position of tolerance zone relative to zero line

B. The measured dimension obtained during inspection

C. The basic size specified in engineering drawing

D. The magnitude or width of the tolerance zone ✓

Q17 Part B (Millwright Maintenance Mechanic)

In an industrial conveyor system where a speed sensor
continuously monitors the belt speed and automatically
adjusts the motor voltage to keep the speed constant, what
type of control system is being used?

A. Closed-loop system ✓

B. Manual control system

C. Non-feedback system

D. Open-loop system B
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Q18 Part B (Millwright Maintenance Mechanic)

Which practice helps maintain the accuracy and
effectiveness of measuring tools?

A. Store them in protective cases ✓

B. Leave them in open toolboxes

C. Use them as substitutes for other tools

D. Clean them only when visibly dirty

Q19 Part B (Millwright Maintenance Mechanic)

In a machine workshop, workers frequently handle oils,
chemicals, and metal particles during maintenance
activities. Which occupational health practice is most
effective in preventing skin-related diseases?

A. Increasing machine speed during maintenance work

B. Switching off fans during maintenance work

C. Storing tools properly after maintenance work

D.
Wearing protective gloves during maintenance
work

✓

Q20 Part B (Millwright Maintenance Mechanic)

What feature enables a cutting torch to perform effective
oxy-acetylene cutting operations?

A. Use of a wooden handle to reduce operator fatigue

B. Capability to produce electrical resistance heating

C. Ability to supply a high-pressure oxygen jet ✓

D. Presence of a cooling fan inside the torch

Q21 Part B (Millwright Maintenance Mechanic)

What is the main function of the piston rings in a

compressor piston assembly?

A. Reduce the overall piston weight

B. Enhance the piston surface finish

C. Prevent air leakage past the piston ✓

D. Increase piston rotational speed

Q22 Part B (Millwright Maintenance Mechanic)

What key property of GI (Galvanized Iron) pipes justifies
their use over plastic pipes in main municipal water supply
systems during retrofitting?

A. Greater flexibility for complex routes

B. Lower cost than plastic pipes

C. Higher mechanical strength ✓

D. Better resistance to all chemicals

Q23 Part B (Millwright Maintenance Mechanic)

An operator selects a grinding wheel for finishing a
hardened steel shaft. Which structure type should be
chosen to minimize the risk of workpiece overheating while
ensuring efficient chip removal?

A. Compact structure wheel

B. Dense structure wheel

C. Medium structure wheel

D. Open structure wheel ✓

Q24 Part B (Millwright Maintenance Mechanic)

In milling cutter nomenclature, which term refers to the
angle provided behind the cutting edge to reduce friction
during cutting?

A. Rake angle

B. Cutting angle

C. Clearance angle ✓

D. Helix angle

Q25 Part B (Millwright Maintenance Mechanic)

Which property of a target object does not significantly
affect an ultrasonic sensor?

A. Shape and distance

B. Surface position

C. Colour of the object ✓

D. Sound reflection

Q26 Part B (Millwright Maintenance Mechanic)

While grinding, why is it unsafe to use the side surface of a
pedestal grinding wheel for regular grinding work?

A.
The side surface increases material removal rate
beyond safe limits

B.
The side surface is not designed to withstand
regular grinding forces

✓

C.
The side surface causes automatic imbalance in all
grinding operations

D.
The side surface is more suitable only for polishing
operations

Q27 Part B (Millwright Maintenance Mechanic)

Which device uses a chain and pulley arrangement to lift
heavy loads in a workshop?

A. Jib crane

B. Chain block ✓

C. Pulley wheel

D. Belt conveyor B
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Q28 Part B (Millwright Maintenance Mechanic)

Why should the outside micrometer not be dropped or
handled roughly?

A. It may disturb calibration and alignment ✓

B. It changes thimble graduation

C. It increases the screw pitch

D. It increases measurement capacity

Q29 Part B (Millwright Maintenance Mechanic)

Which main component of a pipe cutter ensures the cutting
wheel moves smoothly across the pipe surface?

A. Guide rollers ✓

B. Adjusting screw

C. Frame

D. Handle

Q30 Part B (Millwright Maintenance Mechanic)

An assembly layout in first angle projection uses auxiliary
views for a slanted machine component. What is the main
advantage of including these auxiliary views?

A.
Auxiliary views are only required for symmetrical
objects in first angle projection

B.
Auxiliary views reveal true shape and size of
inclined surfaces not shown in main views

✓

C.
Auxiliary views primarily display hidden features
behind solid surfaces

D.
Auxiliary views replace all side and top views in first
angle projection

Q31 Part B (Millwright Maintenance Mechanic)

Which part inside the shuttle valve moves to block one of
the inlets?

A. Diaphragm

B. Spring

C. Piston

D. Ball element ✓

Q32 Part B (Millwright Maintenance Mechanic)

A maintenance dashboard shows Pump A has an MTTR of
2 hours and Pump B has an MTTR of 4 hours, both with
similar failure rates. Which maintenance improvement
action should be prioritized for Pump B?

A. Increase frequency of failure reporting for Pump B

B.
Reduce the repair duration through better
planning and training

✓

C. Ignore MTTR difference as it does not affect downtime

D. Schedule more breakdowns to gather additional data

Q33 Part B (Millwright Maintenance Mechanic)

Which procedure correctly confirms that a pipe wrench’s
jaws are adjusted properly to provide maximum grip and
safe operation?

A. Set the jaws loosely

B. Apply grease to the jaws

C. Ensure the jaws fully contact ✓

D. Position the wrench at edges

Q34 Part B (Millwright Maintenance Mechanic)

A technician is assembling a gear train where the driver
gear has 24 teeth and the driven gear has 72 teeth. What is
the velocity ratio in this setup?

A. 1.5:1

B. 1:1.5

C. 2:1

D. 3:1 ✓

Q35 Part B (Millwright Maintenance Mechanic)

According to Faraday’s law, induced EMF is produced when
there is a change in:

A. Resistance

B. Temperature

C. Magnetic flux ✓

D. Power

Q36 Part B (Millwright Maintenance Mechanic)

What is the key advantage of performing periodic vibration
analysis in a preventive maintenance schedule for multiple
pumps?

A. Improves pump efficiency immediately

B. Increases pump flow rate

C. Detects signs of component deterioration ✓

D. Decreases pump power consumption B
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Q37 Part B (Millwright Maintenance Mechanic)

In a machine safety system, four emergency switches are
connected through an OR gate. Under which condition will
the output become HIGH?

A. Only when all switches are OFF

B. When at least one switch is ON ✓

C. Only when all switches are ON

D. Only when two switches are ON

Q38 Part B (Millwright Maintenance Mechanic)

A ladder is placed against a workshop wall, making an
angle of 60 degrees with the floor. If the ladder is 5 meters
long, what is the vertical height from the floor to the top of
the ladder?

A. 4.33 meters ✓

B. 2.5 meters

C. 5 meters

D. 3.75 meters

Q39 Part B (Millwright Maintenance Mechanic)

In power system protection, which device detects fault
current and sends a trip signal to the circuit breaker?

A. Ammeter

B. Capacitor

C. Fuse wire

D. Relay ✓

Q40 Part B (Millwright Maintenance Mechanic)

An engineering drawing for a compressor frame shows a
welding symbol with a fillet triangle placed below the
reference line, with the dimension ‘6’ placed to its left and
‘100’ placed to its right. What does this indicate?

A. A 6 mm groove weld, 100 mm long, on arrow side

B.
A 6 mm fillet weld, 100 mm long, on the arrow
side

✓

C. A 100 mm fillet weld, 6 mm long, on other side

D. A 6 mm fillet weld, 100 mm pitch, on both sides

Q41 Part B (Millwright Maintenance Mechanic)

A fitter is required to replace a large pulley on a shaft
without disturbing the shaft alignment or its mounted
components. Which type of pulley should be selected for
this scenario?

A. Fast pulley

B. Loose pulley

C. Split pulley ✓

D. Solid pulley

Q42 Part B (Millwright Maintenance Mechanic)

A shaft and hub assembly requires a parallel key with
standard side clearance. Which factor ensures the proper
fit of the key in the keyway?

A. The key should be longer than the shaft diameter

B.
The height of the key should be larger than the keyway
depth

C.
The width of the key should be exactly equal to the
keyway width

D.
The width of the key should be slightly less than
the keyway width

✓

Q43 Part B (Millwright Maintenance Mechanic)

What is the consequence of using a relay with a coil
voltage rating lower than the supply voltage?

A. Contact wear will be reduced

B. Improve relay performance

C. Coil may overheat and fail ✓

D. Relay will operate at normal speed

Q44 Part B (Millwright Maintenance Mechanic)

A spur gear has 40 teeth and a pitch diameter of 80 mm.
What is the diametral pitch of this gear?

A. 2 teeth per mm

B. 0.2 teeth per mm

C. 0.5 teeth per mm ✓

D. 1 teeth per mm

Q45 Part B (Millwright Maintenance Mechanic)

A lifting machine raises a 500 N load to a height of 4
meters in 10 seconds. What is the mechanical power
delivered by the machine?

A. 100 watts

B. 200 watts ✓

C. 125 watts

D. 250 watts B
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Q46 Part B (Millwright Maintenance Mechanic)

A team is preparing for a shift change in a mechanical
workshop. According to best practices in maintaining a
clean work area, which action should be taken before
leaving the workstation?

A. Leave tools on the bench for the next working team

B. Store waste under the worktables for later removal

C. Sweep only the floors and leave items out

D.
Dispose waste and return tools to assigned
places

✓

Q47 Part B (Millwright Maintenance Mechanic)

A shaper is used to machine a slot with a depth of 2 mm. If
the recommended maximum depth of cut per pass for the
tool and material is 1 mm, how many passes should the
operator plan for?

A. 2 passes ✓

B. 4 passes

C. 1 pass

D. 3 passes

Q48 Part B (Millwright Maintenance Mechanic)

A conical tank has a base diameter of 1.2 m and a height of
2 m. What is its total capacity in cubic meters?

A. 0.754 m³ ✓

B. 1.507 m³

C. 2.712 m³

D. 0.377 m³

Q49 Part B (Millwright Maintenance Mechanic)

When interpreting a sheet-metal fabrication drawing with a
third angle projection symbol, what is the correct location
for the left side view relative to the front view?

A. The left side view is placed above the top view

B.
The left side view is placed to the right of the front
view

C. The left side view is placed below the front view

D.
The left side view is placed to the left of the front
view

✓

Q50 Part B (Millwright Maintenance Mechanic)

While erecting a foundation for a vertical pump, the fitter
notices that the cotter bolt is not fitting properly in its slot,
despite being of the correct nominal size. What is the most
probable reason for this issue?

A.
The slot or hole has not been machined to the
required tolerance

✓

B.
Excessive lubrication is preventing the cotter bolt from
seating

C.
The thread pitch on the cotter bolt does not match the
nut

D. The cotter bolt is too short for the assembly

Q51 Part B (Millwright Maintenance Mechanic)

A machine requires the transmission of motion between
two parallel shafts with uniform velocity ratio. Which type
of gear is most suitable for this application?

A. Helical gear

B. Spur gear ✓

C. Worm gear

D. Bevel gear

Q52 Part B (Millwright Maintenance Mechanic)

Which property of a manila rope makes it suitable for lifting
a medium-weight machine part in a workshop?

A. Low cost and attractive surface appearance

B. High resistance to acids and chemicals

C. High flexibility and adequate tensile strength ✓

D. Good electrical conductivity for industrial use

Q53 Part B (Millwright Maintenance Mechanic)

What is the primary risk of not verifying approach and
retract movements in a CNC program?

A. Coolant flow may not reach the tool

B. Feed rate may be too aggressive

C. Spindle speed may be set too low

D. Tool may collide with the workpiece ✓

Q54 Part B (Millwright Maintenance Mechanic)

In which condition is a faceplate more suitable than a

three-jaw chuck?

A. Machining standard cylindrical shafts

B. Quick clamping of small components

C. Holding irregularly shaped workpieces ✓

D. Automatic centering of round bars B
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Q55 Part B (Millwright Maintenance Mechanic)

What should be ensured for safety when different teams
work on separate levels of the same scaffold structure?

A. Lock access to one level during work

B. Coordinate work to prevent dropping tools ✓

C. Set strict time limits for each team

D. Assign a supervisor to each level

Q56 Part B (Millwright Maintenance Mechanic)

A textile mill located in a humid coastal region requires a
belt drive system for continuous operation. Which type of
belt is most suitable for this environment based on weather
conditions?

A. Fabric belt

B. Rubber belt ✓

C. Leather belt

D. Plastic belt

Q57 Part B (Millwright Maintenance Mechanic)

What happens to the total resistance when two equal
resistors are connected in parallel?

A. It becomes half of one resistor ✓

B. It becomes zero

C. It remains the same as one resistor

D. It doubles compared to one resistor

Q58 Part B (Millwright Maintenance Mechanic)

Why is a reduced scale preferred over an enlarged scale
for machine foundation layouts in fabrication workshops?

A.
Because measurement accuracy is improved with
reduced scale

B.
Because enlarged scales are always used for large
drawings

C.
Because foundations are large and must fit on
standard drawing sheets

✓

D.
Because proportional representation is not required for
foundations

Q59 Part B (Millwright Maintenance Mechanic)

An engineer observes that the belt on a flat pulley is
tracking off-center during operation. Which adjustment
related to crowning is most likely to correct this issue?

A. Reduce the pulley diameter only

B. Reduce the crowning at the pulley center

C. Increase the crowning at the pulley center ✓

D. Make the pulley face completely flat

Q60 Part B (Millwright Maintenance Mechanic)

Which operation benefits most from the use of a depth
gauge in the fitting process?

A. Assessing the pitch of a thread

B. Measuring the thickness of a metal plate

C. Determining the diameter of a washer

D. Checking the depth of a keyway slot ✓

Q61 Part B (Millwright Maintenance Mechanic)

During normalizing, a steel component is heated above its
upper critical temperature and then cooled in air. How does
air cooling in normalizing affect the final microstructure
compared to furnace cooling in annealing?

A. It leads to coarse pearlite and large grains

B. It results in the formation of martensite

C. It produces finer pearlite and smaller grains ✓

D. It creates a structure with mostly bainite

Q62 Part B (Millwright Maintenance Mechanic)

A rung in a ladder diagram of PLC has a counter (C1)
incremented each time input I2 turns ON. If I2 is pulsed ON
and OFF five times, what will be the value stored in C1?

A. 5 ✓

B. 1

C. 0

D. 10

Q63 Part B (Millwright Maintenance Mechanic)

An oil sample from a gearbox shows a high amount of iron
(ferrous) particles, but the oil viscosity is normal, and there
is no water. What should be done first?

A.
Inspect the gearbox for abnormal gear or bearing
wear

✓

B. Replace the lubricant immediately to prevent failure

C.
Increase oil sampling frequency only for trend
monitoring

D. Reduce gearbox operating temperature settings

Q64 Part B (Millwright Maintenance Mechanic)

A sequence valve in a pneumatic system is used to:

A. Ensure operations occurs ✓

B. Regulate flow rate

C. Direct airflow

D. Maintain system pressure B
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Q65 Part B (Millwright Maintenance Mechanic)

A mason cuts a dovetail-shaped hole in a stone block and
inserts a lifting device that expands sideways when tension
is applied, allowing the stone to be lifted.
Which device is being used?

A. Double hook

B. Lewis bolt ✓

C. Eye bolt

D. Rivet

Q66 Part B (Millwright Maintenance Mechanic)

An AI-based inspection system continues improving defect
classification accuracy after exposure to additional
production images. Which capability is primarily being
demonstrated?

A.
Static optimization through application of predefined
operating limits

B.
Sequential processing through execution of fixed
computational pathways

C.
Incremental learning through adaptation of
internal decision parameters

✓

D.
Deterministic control through repetition of predefined
execution routines

Q67 Part B (Millwright Maintenance Mechanic)

In a scenario where a newly installed conveyor system
begins to vibrate excessively, but shows no clear external
damage, what inspection strategy should the maintenance
team adopt to diagnose the root cause?

A.
Tighten all external fasteners and check for immediate
improvement

B. Lubricate all moving parts and monitor vibration

C.
Perform a detailed inspection focusing on
alignment, balance, and internal wear

✓

D.
Increase the frequency of visual inspections for
surface defects

Q68 Part B (Millwright Maintenance Mechanic)

An engineering drawing specifies a surface finish symbol
with a bar added below the basic symbol. What does this
symbol indicate about the manufacturing process?

A. No specific surface finish required

B. Material removal by machining is required ✓

C. Maximum roughness value is specified

D. Surface must be left as cast

Q69 Part B (Millwright Maintenance Mechanic)

What is the shape of a Woodruff key used in machine
assemblies?

A. Wedge shape

B. Rectangular bar

C. Semicircular disc ✓

D. Flat plate

Q70 Part B (Millwright Maintenance Mechanic)

Which geometric pattern results from the incremental
coordinate sequence X0 Y10, X10 Y0, X0 Y-10, X-10 Y0?

A. Circle

B. Triangle

C. Straight line

D. Square ✓

Q71 Part B (Millwright Maintenance Mechanic)

In a smart factory, an intelligent conveyor system detects a
jam and autonomously reroutes products using digital
integration. Which Industry 4.0 feature does this scenario
best illustrate?

A.
Batch processing of historical data for scheduled
analysis

B.
Time-based scheduling for preventative maintenance
cycles

C.
Centralized manual override via human-machine
interfaces

D.
Real-time process adaptation through distributed
control systems

✓

Q72 Part B (Millwright Maintenance Mechanic)

Why is closed loop control preferred over open loop control
in high-precision CNC machining tasks?

A. Speeds up machining by ignoring minor disturbances

B. Reduces the need for operator supervision

C. Checks for errors after the machining process

D. Automatically corrects errors during machining ✓
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Q73 Part B (Millwright Maintenance Mechanic)

A PLC program uses a retentive timer (RTO) set for 30
seconds. The timer is enabled for 10 seconds, then
disabled for 5 seconds, and enabled again for 20 seconds.
What is the final accumulated value of the timer?

A. 10

B. 20

C. 30 ✓

D. 0

Q74 Part B (Millwright Maintenance Mechanic)

Which of the following should be removed regularly from
the bench vice to maintain smooth operation?

A. Guide rods

B. Jaw plates

C. Handle grip

D. Dust and metal chips ✓

Q75 Part B (Millwright Maintenance Mechanic)

Which component symbol is commonly used to perform
the pneumatic AND function?

A. Pressure regulator

B. Shuttle valve

C. Quick exhaust valve

D. Two-pressure valve ✓
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